
B-K LIGHTING 40429 Brickyard Drive • Madera, California 93636 • 559.438.5800
www.bklighting.com • www.adjust-e-lume.com • www.bkssl.com

Adjust-e-Lume™ Setting

Adjust-e-Lume™ Setting

Adjust-e-Lume™ Setting

Adjust-e-Lume™ Setting

Wide Flood
Distance

from
lamp

1 2 3 4 5 6 7 8 9

Medium Flood
Distance

from
lamp

1 2 3 4 5 6 7 8 9

Spot
Distance

from
lamp

1 2 3 4 5 6 7 8 9

Narrow Spot
Distance

from
lamp

1 2 3 4 5 6 7 8 9

14' 12' 10' 8' 6' 4' 2' 0' 2' 4' 6' 8' 10' 12' 14'

10' 8' 6' 4' 2' 0' 2' 4' 6' 8' 10'

8' 6' 4' 2' 0' 2' 4' 6' 8'

4' 2' 0' 2' 4'

 RED Narrow Spot (NSP)

 GREEN Spot (SP)

 YELLOW Medium Flood (MFL)

 BLUE Wide Flood (WFL)

Set adjust-e-lume™ Dial to desired output

Select OptiKit™ for desired distribution

20'

16'

12'

8'

4'

2.4

3.8

6.7

15.1

60.4

3.1

4.9

8.6

19.4

77.7

5.0

7.9

14.0

31.4

125.8

6.3

9.9

17.6

39.7

158.6

7.6

11.9

21.2

47.6

190.4

8.9

13.9

24.7

55.5

222.1

9.2

14.3

25.5

57.3

229.2

9.3

14.6

25.9

58.3

233.0

9.3

14.6

25.9

58.3

233.2

20'

16'

12'

8'

4'

1.6

2.6

4.5

10.2

40.9

2.1

3.3

5.8

13.0

52.1

3.3

5.2

9.3

20.9

83.4

4.3

6.7

12.0

26.9

107.8

5.3

8.2

14.7

33.0

131.9

6.1

9.6

17.0

38.3

153.1

6.3

9.8

17.5

39.4

157.5

6.3

9.9

17.5

39.4

157.8

20'

16'

12'

8'

4'

0.9

1.5

2.6

5.9

23.6

1.3

2.0

3.6

8.0

32.1

2.0

3.1

5.5

12.3

49.3

2.5

3.9

6.9

15.5

62.2

3.1

4.8

8.6

19.3

77.1

3.4

5.4

9.5

21.5

85.8

3.6

5.6

9.9

22.2

88.9

3.6

5.6

9.9

22.4

89.5

3.6

5.7

10.1

22.6

90.5

20'

16'

12'

8'

4'

0.4

0.7

1.2

2.7

10.9

0.6

0.9

1.6

3.7

14.8

0.9

1.4

2.5

5.6

22.3

1.1

1.8

3.2

7.2

28.6

1.4

2.1

3.8

8.6

34.3

1.6

2.5

4.4

10.0

39.9

1.6

2.6

4.6

10.3

41.1

1.7

2.6

4.7

10.5

42.2

1.7

2.6

4.7

10.6

42.3

2.7K

5.9

9.3

16.5

37.0

148.1

Photometry for use with e36
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Adjust-e-Lume™ Setting

Adjust-e-Lume™ Setting

Adjust-e-Lume™ Setting

Adjust-e-Lume™ Setting

Wide Flood
Distance

from
lamp

1 2 3 4 5 6 7 8 9

Medium Flood
Distance

from
lamp

1 2 3 4 5 6 7 8 9

Spot
Distance

from
lamp

1 2 3 4 5 6 7 8 9

Narrow Spot
Distance

from
lamp

1 2 3 4 5 6 7 8 9

14' 12' 10' 8' 6' 4' 2' 0' 2' 4' 6' 8' 10' 12' 14'

10' 8' 6' 4' 2' 0' 2' 4' 6' 8' 10'

8' 6' 4' 2' 0' 2' 4' 6' 8'

4' 2' 0' 2' 4'

 RED Narrow Spot (NSP)

 GREEN Spot (SP)

 YELLOW Medium Flood (MFL)

 BLUE Wide Flood (WFL)

Set adjust-e-lume™ Dial to desired output

Select OptiKit™ for desired distribution

20'

16'

12'

8'

4'

0.4

0.7

1.2

2.8

11.1

0.5

0.8

1.5

3.4

13.4

0.9

1.4

2.5

5.5

22.2

1.1

1.7

3.0

6.7

26.8

1.3

2.0

3.5

7.9

31.7

1.6

2.4

4.3

9.8

39.0

1.7

2.6

4.7

10.5

41.9

1.7

2.7

4.7

10.7

42.6

1.7

2.7

4.7

10.7

42.7

20'

16'

12'

8'

4'

1.0

1.5

2.6

6.0

23.8

1.2

1.8

3.3

7.4

29.5

1.9

2.9

5.2

11.8

47.0

2.4

3.8

6.7

15.0

60.2

2.9

4.6

8.1

18.3

73.3

3.4

5.3

9.5

21.3

85.1

3.5

5.4

9.6

21.6

86.4

3.6

5.7

10.1

22.8

91.2

3.7

5.8

10.2

23.0

92.2

20'

16'

12'

8'

4'

1.6

2.5

4.5

10.2

40.6

2.1

3.3

5.9

13.2

52.7

3.1

4.9

8.7

19.5

78.1

4.1

6.4

11.4

25.6

102.3

4.9

7.6

13.5

30.5

121.9

6.0

9.3

16.6

37.3

149.1

6.1

9.6

17.0

38.3

153.1

6.2

9.8

17.3

39.0

156.0

6.3

9.9

17.5

39.4

157.8

20'

16'

12'

8'

4'

2.4

3.8

6.7

15.1

60.3

2.9

4.6

8.2

18.4

73.6

4.9

7.6

13.5

30.3

121.3

6.1

9.6

17.0

38.2

152.8

7.3

11.4

20.3

45.8

183.1

8.8

13.8

24.5

55.2

220.9

9.1

14.3

25.4

57.0

228.2

9.3

14.5

25.7

57.9

231.6

9.3

14.6

25.9

58.2

232.8

3KPhotometry for use with e22
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Adjust-e-Lume™ Setting

Adjust-e-Lume™ Setting

Adjust-e-Lume™ Setting

Adjust-e-Lume™ Setting

Wide Flood
Distance

from
lamp

1 2 3 4 5 6 7 8 9

Medium Flood
Distance

from
lamp

1 2 3 4 5 6 7 8 9

Spot
Distance

from
lamp

1 2 3 4 5 6 7 8 9

Narrow Spot
Distance

from
lamp

1 2 3 4 5 6 7 8 9

14' 12' 10' 8' 6' 4' 2' 0' 2' 4' 6' 8' 10' 12' 14'

10' 8' 6' 4' 2' 0' 2' 4' 6' 8' 10'

8' 6' 4' 2' 0' 2' 4' 6' 8'

4' 2' 0' 2' 4'

 RED Narrow Spot (NSP)

 GREEN Spot (SP)

 YELLOW Medium Flood (MFL)

 BLUE Wide Flood (WFL)

Set adjust-e-lume™ Dial to desired output

Select OptiKit™ for desired distribution

20'

16'

12'

8'

4'

2.7

4.3

7.6

17.1

68.6

3.7

5.7

10.2

23.0

91.9

5.5

8.7

15.4

34.7

138.6

6.9

10.8

19.2

43.2

172.9

8.5

13.3

23.6

53.0

212.1

10.1

15.7

27.9

62.8

251.3

10.4

16.2

28.8

64.8

259.2

10.6

16.5

29.3

66.0

263.8

10.6

16.5

29.4

66.1

264.3

20'

16'

12'

8'

4'

1.9

2.9

5.2

11.8

47.0

2.4

3.7

6.6

14.9

59.6

3.7

5.9

10.4

23.4

93.6

4.8

7.4

13.2

29.7

118.9

6.0

9.4

16.7

37.6

150.3

6.8

10.6

18.9

42.5

170.1

7.1

11.0

19.6

44.1

176.3

7.1

11.1

19.8

44.6

178.3

7.1

11.2

19.8

44.6

178.6

20'

16'

12'

8'

4'

1.1

1.7

3.0

6.7

26.9

1.4

2.1

3.8

8.5

34.2

2.2

3.4

6.1

13.8

55.0

2.8

4.3

7.7

17.3

69.3

3.3

5.1

9.1

20.5

81.9

3.8

5.9

10.5

23.7

94.7

4.0

6.3

11.2

25.2

100.6

4.1

6.4

11.3

25.4

101.6

4.1

6.4

11.4

25.6

102.4

20'

16'

12'

8'

4'

0.5

0.8

1.3

3.0

12.0

0.6

1.0

1.8

4.0

15.9

1.0

1.5

2.7

6.0

23.9

1.2

1.8

3.3

7.3

29.3

1.4

2.2

3.9

8.8

35.1

1.7

2.7

4.7

10.7

42.6

1.8

2.8

4.9

11.1

44.4

1.8

2.8

5.0

11.3

45.1

1.8

2.9

5.1

11.4

45.7

4KPhotometry for use with e23




