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Photometry for use with e23

TECHNOLOGY

Select OptiKit™ for desired distribution

RED (@" Narrow Spot (NSP)
N\
GREEN @' Spot (SP)
YELLOW Medium Flood (MFL)

BLUE @ Wide Flood (WFL)

Adjust-e-Lume™ Setting
Dilfsﬁ%ce Narrow Spot| 1 2 13|45 |6 |7)|8/ 09
20" \ / 2.7 3.7 55 6.9 8.5 | 10.1 | 10.4 | 10.6 | 10.6
16' 43 | 57 | 87 | 108 | 133 | 157 | 16.2 | 165 | 16.5
12' 7.6 | 102 | 154 | 19.2 | 23.6 | 27.9 | 28.8 | 29.3 | 29.4
8' 17.1 | 23.0 | 84.7 | 432 | 53.0 | 62.8 | 64.8 | 66.0 | 66.1
4 \ / 68.6 | 91.9 | 138.6 [ 172.9 | 212.1|251.3 | 259.2 | 263.8 | 264.3
7 2 o 2 &
Adjust-e-Lume™ Setting
), [Distance Spot 1 2 3 4 5 6 7 8 9
. lamp
A\ 20' 19 | 24 | 37 | 48 | 60 | 68 | 7.1 | 7.1 | 741
16' 29 [ 37 | 59 | 74 | 94 | 106 | 11.0 [ 11.1 | 11.2
12 5.2 66 | 104 [ 132 | 16.7 | 18.9 | 19.6 | 19.8 | 19.8
8' 11.8 | 14.9 | 23.4 | 29.7 | 37.6 | 42.5 | 44.1 | 44.6 | 446
4 47.0 | 59.6 | 93.6 | 118.9150.3|170.1|176.3 | 178.3| 178.6
8 6 4 2 0 2 4 6 8
Adjust-e-Lume™ Setting
“fone Medium Flood 123456 |7/ 8]09
20' 11 | 14 | 22 | 28 | 33 | 38 | 40 | 41 | 41
16' 1.7 | 21 | 34 | 43 | 51 | 59 | 63 | 64 | 6.4
12! 30 [ 38 | 61 | 77 | 91 | 105 | 11.2 [ 11.3 | 11.4
8' 67 | 85 | 13.8 | 17.3 | 20.5 | 23.7 | 25.2 | 25.4 | 25.6
4 26.9 | 342 | 55.0 | 69.3 | 81.9 | 94.7 [ 100.6 | 101.6| 102.4
10' 8 6 4 2'° 0 2 4 6 8 10
Adjust-e-Lume™ Setting
.\ D'Ifsar‘fr;‘"r',éce Wide Flood 1 2 | 3| 4|5 |6 |7]|8]|09
A\ 20' 05|06 | 1.0 | 1.2 | 1.4 | 1.7 | 1.8 | 1.8 | 1.8
16' 08 | 1.0 | 15 | 1.8 | 22 | 27 | 28 | 2.8 | 29
12! 1.3 | 18 | 27 | 33 | 39 | 47 | 49 | 50 | 51
8 30 | 40 | 6.0 | 7.3 | 88 | 10.7 | 11.1 | 11.3 | 11.4
4 12.0 | 15.9 | 23.9 | 29.3 | 35.1 | 42.6 | 44.4 | 45.1 | 45.7
14' 12' 10' 8 6 4' 2' 0" 2' 4' 6 8 10 12' 14'

Set adjust-e-lume™ Dial to desired output
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