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ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINATION
Values basedon 1 foot mounting height.
REPORT NUMBER: ITL34587
DATE: 6-7-88 (revised 11-10-93)
PREPARED FOR: B-K LIGHTING
CATALOG NUMBER: S/S 7 BZW-"B"-LENS
PRISMS HORIZONTAL.
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7 — 1/4 LINEAR PRISMATIC GLASS ENCLOSURE
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N ' LAMP: THORN M50-EXZ, 12-VOLT, 50-WATT,
* = ? MR16 QUARTZ LAMP, RATED 960 LUMENS.
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E— REPORT BASED ON 960 LUMENS PER LAMP.
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Longitudinal Distance in Units of Mounting Heights
THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.
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MAXIMUM PLANE AND MAXIMUM CONE PLOTS OF CANDELA

REPORT NUMBER: ITL34587

DATE: 6-7-88 (revised 11-10-93)

PREPARED FOR: B-K LIGHTING

CATALOG NUMBER: S/S 7 BZW-"B"-LENS
PRISMS HORIZONTAL.

LUMINAIRE: EXTRUDED CYLINDRICAL
HOUSING INSIDE DOUBLE JUNCTION BOX,
LINEAR PRISMATIC GLASS ENCLOSURE
(ORIENTED HORIZONTALLY) WITH FORMED
METAL TRUNCATED HEMISPHERICAL COVER.

LAMP: THORN M50-EXZ, 12-VOLT, 50-WATT,
MR16 QUARTZ LAMP, RATED 960 LUMENS.

NOTE: EXISTING LIGHT IN UPPER 104
HEMISPHERE NOT MEASURED.

REPORT BASED ON 960 LUMENS PER LAMP.
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30
VERTICAL PLANE THROUGH MAXIMUM CANDELA CONE THROUGH MAXIMUM CANDELA
65.0 (Degrees Vertical) 15.0 (Degrees Horizontal) = 156.5

THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.
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REPORT NUMBER: ITL34587 DATE: 6-7-88 (revised 11-10-93)
PREPARED FOR: B-K LIGHTING

COEFFICIENTS OF UTILIZATION AND FLUX DISTRIBUTION
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PERCENT
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DOWNWARD
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5 DOWNWARD
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©
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UPWARD
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Street Width / Mounting Height

ALL CANDELA, LUMENS AND COEFFICIENT OF UTILIZATION VALUES IN THIS REPORT
ARE BASED ON RELATIVE PHOTOMETRY WHICH ASSUMES A BALLAST FACTOR OF 1.00.
ANY CALCULATIONS PREPARED FROM THESE DATA SHOULD INCLUDE AN APPROPRIATE
BALLAST FACTOR.

THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.
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REPORT NUMBER :
PREPARED FOR: B-K LIGHTING

CANDELA TABULATION
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CONE OF MAXIMUM CANDELA
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THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.



THE LIGHT CENTER OF THE INDUSTRY

PHONE: (303)442-1255 « FAX: (303)449-5274

REPORT NUMBER: ITL34587
PREPARED FOR: B-K LIGHTING

CANDELA TABULATION
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THIS REPORT IS BASED ON PUBLISHED INDUSTRY PROCEDURES. FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE.
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CONE OF MAXIMUM CANDELA

DATE: 6-7-88
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(revised 11-10-93)
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since 1955 3386 LONGHORN ROAD, BOULDER, CO 80302 USA
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