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The results contained in this report pertain only to the tested sample.

This report shall not be reproduced, except in full, without written approval of Underwriters Laboratories.

This report must not be used by the client to claim product certification, approval, or endorsement by 

NVLAP, NIST, or any agency of the Federal Government.
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°C

VAC

Hz

Temperatures are offset to an ambient temperature of 25 °C as described in UL 1598-2008

Test Temperature:

120.1

60

Mounting: Surface – Ceiling
Ballast/Driver: One (1) Efore Strato RSLP070-24

25.0

Frequency:
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56.0 °C

Driver Temperature: 57.3 °C

LED Temperature:

Luminaire

Test ConditionsSummary of Results

Voltage:

specular reflector

Luminaire Description: White cylindrical metal housing with diffuse lens and plastic patterned optic
Lamp: One (1) Luminetix CTM1C19 16-80K 2000L 35W 24V module with diffuse lens and 



°C

°C

120.1 VAC 60 Hz N/AN/A

Driver Temperature:

LED Temperature: 

57.3

56.0

N/A
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Driver Temperature Location

Summary of Results

Temperatures are offset to an ambient temperature of 25°C as described in UL1598-2008

LED Temperature Location Thermocouple Reference

In-Situ Test Conditions

Temperature Voltage Current Power Power Factor Frequency Current THD

In-Situ Test

N/A25.0 °C


