
Machined Brass Finish(MAC)

DRAWING NUMBER

RM-AR 19.5" O.A.H. RING MOUNT WITH PERFORATED SNOOT

CUS-1404-2507/16/18
SELL ANYTHING IT MAY DESCRIBE.  REPRODUCTION, DISCLOSURE OR USE WITHOUT SPECIFIC WRITTEN 
AUTHORIZATION OF B-K LIGHTING IS STRICTLY FORBIDDEN.

THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION OF B-K LIGHTING AND ITS RECEIPT OR POSSESSION 
DOES NOT CONVEY ANY RIGHTS TO REPRODUCE, DISCLOSE ITS CONTENTS, OR TO MANUFACTURE, USE OR 

ALL DIMENSIONS INDICATED ON THIS SUBMITTAL ARE NOMINAL. CONTACT TECHNICAL SALES IF YOU 
REQUIRE MORE STRINGENT DIMENSIONAL SPECIFICATIONS.

Holes (2) on Each End, (3) Plugs Provided
with BC3 Blank Cover and 

Aluminum MB2 with (4) 1/2" NPS Tapped

Closure Cap

10 Ft 16/2 Black Low-Voltage Cable

(1) TRe20, 20W
Non-Dimming Electronic Transformer,
120V Through 277V
(15Ft Max Distance from Fixture to MB2)

IP-68 Quick Disconnect on the Secondary

Revision "E" 07/30/18

Aircraft Cable

#11 Honeycomb Baffle

"WFL" Optics

Stainless Steel Ring

Polyolefin Adhesive Heatshrink

Gripple Cable Clamp

#12 Soft Focus Lens

5 Ft 16/2 Black 
Low-Voltage Cable

Artistar Body with e64 - 7WLED/2.7K Solid
State System & Integral Dimming Driver

2 1/4" Dia. Machined Brass Ring Mount

Machined Brass
Perforated Cap Random
Hole Patterns 3/8", 1/4" & 1/8"
Perforations

 19 1/2" 

 2 1/4" Dia 




